
HDPE DIAMETER : 0-50mm 

MICRODUCT DIAMETER: 0-12mm 

D800 / H700 D800 / H400 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

D e v i c e   f o r   w i n d i n g , 

u n w i n d i n g   &   l o o p i n g 
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The device has been adapted to work with our blowing machines. It 

significantly improves the quality and comfort of work when looping, 

when it is necessary to store the cable between manholes. Several 

innovative solutions were used: 

• The basket never comes into contact with the ground, so the cable is 

protected from dirt 

• There is no need to pull out the optical fiber after it has been rolled up, 

the basket can be rotated so that the end of the cable is at the top, which 

allows it to be reintroduced into the blowing machine and continue the 

blowing process 

• You can interrupt the winding/unwinding process at any time and pull 

out the fiber optic cable.  

• The coiled cable can be left in the basket for possible transport. Just 

screw on the cover, which, depending on the position, serves as both the 

top and bottom of the device. 

• All rollers have bearings and are placed at appropriate distances. This 

solution ensures very stable cable management with diameters ranging 

from 5mm to 12mm. 

The device does not require periodic inspections or special maintenance. 

If kept clean, it should operate without failure for many years. All 

bearings used are protected against permanent dirt and moisture. We 

created this device to make your work easier and reduce the number of 

people needed to handle the blowing process. The device is available in 

two sizes, with the same diameter and different basket heights/capacity.  
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ESTIMATED WINDING LENGHT 

FIBER OPTIC DIA 
WINDING LENGTH [m] 

D800/H400 D800/H700 

5 mm 6300 12000 

6 mm 4200 8000 

8 mm 2300 4300 

10 mm 1400 2700 

11 mm 1100 2200 

12 mm 950 1800 

 

 D800/H400 D800/H700 

WEIGHT 54 kg 62 kg 

WORKING SPACE 
H = 1510mm   

W = 1153mm 

H = 1800mm 

W = 1243mm 

FOLDED 

DIMENSIONS 
1153x540x950mm 1153x1385x950mm 

BASKET DIA 750 mm 750 mm 
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Z.P.H.U. MAL-MET 

Powstańców Wielkopolskich 23 b    

tel. +48 (52) 381 05 56 

86-061 Brzoza Bydgoska, POLAND 

NIP: 953-113-09-06 

Owner: Marek Malak 

mob: +48 602 153 516   

e-mail: marek@mal-met.com.pl 

Production manager: Łotocki Piotr 

mob: +48 606 468 977        

e-mail: lotocki@mal-met.com.pl 

 


